
DELIVERY 
 

You have two options once your 
water cannon is complete: get it 
delivered through our low cost 
delivery option OR pick it up  

yourself from our manufacturing 
plant. We’ll even throw in a tour of 

the facility if you’d like! 

CONQUR INDUSTRIES 
4802 57TH AVE. 

TWO HILLS, AB 
T0B 4K0 

 
Phone: (780) 657-0093 

Fax: (780) 657-0016 
Email: bmartens@conqur.ca 

www.conqur.ca 

WATER CANNON
 

THE ULTIMATE
SLOUGH PUMPING MACHINE 

Phone: (780) 657-0093 
www.conqur.ca

SAY GOODBYE  
TO HIP WADERS 
AND TANGLED 

HOSES!
Just pull your water cannon into the 
slough and pump it dry! The cannon 
sprays a mist of water over the field, 
irrigating it, or you can pump it to  
another holding area or ditch for 

future use.

PLANT FULL 
FIELDS THIS 

SPRING! 

 
ORDER YOUR WATER CANNON TODAY!



The water cannon, with its long boom 
structure, allows the unit to be backed 
up to a pothole or slough, drawing water 
from up to 80’ from the edge of the 
water. The cannon uses a hydraulically 
driven pump to fill the boom with water 
and prime the high volume PTO driven 
irrigation pump.  
 
The single nozzle cannon will distribute 
1000 US gallons per minute, and with a 
270º arc, it will irrigate approximately  
4 acres under calm conditions.  
 
The dual nozzle cannon will do twice 
that, pumping 2000 gallons per minute!  
 
When using as a transfer pump, the  
volume goes up to 2500 and 4500 gpm. 
The unit self primes in just 2 minutes.

Potholes and sloughs  
forcing you to drive  
around them while  
seeding and harvesting? 
 
This problem can be  
eliminated by getting  
in the field early and  
pumping them out fast  
and efficiently using our 
specially designed 
Water Cannon!

WC183-051 -- SINGLE NOZZLE WATER CANNON, 8” SUCTION

WC183-082 -- DUAL NOZZLE WATER CANNON, 10” SUCTION

New to the lineup this year is the dual nozzle water cannon, pumping 2000 US gallons per  
minute in a 270º arc. That’s twice as much water being pumped than the single nozzle design!

SPECIFICATIONS 
 
Length in transport position: 83’ 
Length in field position: 100’ 
Width: 8.5’ 
Weight: 6400 lbs. 
WC183-051: Single nozzle, 8” suction 
WC183-082: Dual nozzle, 10” suction

DID YOU KNOW...? 
 
Pumping sloughs early allows full fields to be seeded
Time and fuel are saved during seeding and harvesting
Saves wear and tear on seeding and harvesting equipment
Soil salinity is decreased and saline soils are rejuvenated 
Grasshopper and mole infestation around potholes and sloughs can be reduced
Water Basins formed during flash rains can be pumped to prevent drowning of plants

FEATURES 
 
High pressure irrigation pump 
Hydraulic priming pump 
4’ & 6’ suction screens 
Hydraulic side boom swing-out 
Mud push blade

TRACTOR 
REQUIREMENTS 
 
100 PTO HP for Single Nozzle
160 PTO HP for Dual Nozzle 
1000 rpm 
Hydraulic system

NOW INTRODUCING THE DUAL NOZZLE WATER CANNON!ELIMINATE 
SLOUGHS


